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Professional lighting - o
CRI(Ra): 70 and 80 optional | ;2 > !‘
PF: >0.95 @230VAC L

Luminous Flux: =140LM/W
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POWER S50W 100W 150w 200w
Model 50 100 150 200
Module Qty 1 module 2 modules 3 modules 4 modules

Luminous Flux

7000lm=5%

14000Im+5%

21000Im+5%

28000Im=5%

Cree / Lumileds

Cree / Lumileds

Cree / Llumileds

Cree / Lumileds

Chip 3030SMD 60PCS : 3030SMD 120PCS : 3030SMD 180PCS : 3030SMD 240PCS
Lamp size /MM 194x350x115 280x350x115 366*350*115 452*350*115
Packing Size/CM 26x40x17 33x40x17 41x40x17 50x40x17
Net Weight 3.1 kg 3.7 kg 4.6 kg 5.7 kg
EEI A+
Housing Color White
Operating Temp. -25°C TO 55°C
Operate Humidity 20% - 90% RH
Storage Temp. -30°C TO 80°C
Storage Humidity 10% - 75% RH
Material Aluminum Alloy + PC Lens
Input voltage AC100~277V 50/60Hz
60° 90° 70°*%140°

Light Beam
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Advantages:

» High quality 3030 SMD chip, super bright up to 135-145Im/w.

» Constant current & Isolated Driver

» Power Factory: >0.95 @230VAC

» High heat-conductive Aluminum massive fins cooling technology

» Beam angle : 60° /90° / 70°*140° Degree PC Lens

» The whole lamp with the powder coating is brighter, without fading and
corrision.

» Modular design, easy maintenance, low maintenance costs.

» Dust-proof and waterproof, IP65

» 3-5 years warranty

LED Chip:

v CREE / LUMILEDS SMD 3030 chip

v’ 70,000hrs working life

v Warm White/ Neutral White/ Cold White
(2700K - 6500K optional)
(>70/80Ra optional)

Power Supply:

v' Meanwell driver/Lifud/SOSEN/DONE optional

v’ Input voltage: AC90-305V / AC180-528V

v’ Power Factory: 0.95PF

v Low THD<20%

v 0-10V, Dali, PMW signal, Timming, Dimmable function

Aluminum Fins:

v’ Pure aluminum alloy radiator
v Hollow design

v’ Faster heat dissipation

v’ Ensure longer service life
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Widely used in gas station, workshop, factory, supermarket, parking lots, waiting rooms, railway stations, ports,
terminals and other large-scale energy-efficient lighting, etc.
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Avoid dropping of LED Canopy, otherwise Canopy Light will be damaged;

Forbid to install the LED Canopy Light when o before power on, please make sure that wiring is correct
once installation finished;

Ensure stable installation and correct connection to avoid short-circuit damage to the Canopy Light and
causing fire hazard;

Please do not stare at the Canopy Light for a long time when it is working to protect you eyes;

Only professional personnel may dismantle and repair.
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